Kelderman
Air Ride Conversion System
Ford F-450/550
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Warranty Disclaimer Notice
Read Before Beginning I nstallation

Some Kelderman Air Ridekits contain both finethread and
coursethread fasteners, fittings and air bag mountings.

Before Attempting to tighten any threaded portion of the Air
Ride, check to ensurethethreads arethe same size and thread
count.

Damaged or crossthreaded fasteners, fittings and air bags
caused by improper size, thread count or misalignment are not
covered by warranty.

**NOTE** If therearetoolboxesbuilt into

the bed located behind the rear whedls, make sure
thereisaeven inches of clearance between the
truck frame and the closest part of the toolbox.



Installation Instructions

The Kelderman 2 bag rear Air Ride is designed to allow the spare tire
to be kept in the original location. The Air Ride frame bolts directly to the
truck frame, in the same location as most after-market receiver hitches.
Therefore a receiver hitch has been incorporated into the design of the unit.
Vehicles with after-market bumpers that are too low to allow the Air Ride to
be mounted properly to the frame should contact the factory. or authorized
dealer for further instructions.

Before installation of the Air Ride unit, prepare a smooth, flat, hard
surface and have all tools and equipment needed for the job.

Tools and equipment required:
Cutting Torch, or Grinder
2-Jacks
2-Jack Stands
Wheel Chocks
Drill, and Drill Bits (1/4” and 9/16")
Combination Wrench Set
Socket Set
Hammer
Center Punch
Side Cutters
2-C clamps
Teflon Tape, or Sealer

Preparing the Truck For Installation

Park the truck on a smooth, flat, hard surface. Chock the front wheels
of the truck, to prevent it from rolling forward or rearward. Place a jack on
each side of the truck frame ahead of the rear springs, front bolts.
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